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25.265 Acceptance of interference in 2000– 
2020 MHz. 

Subpart D—Technical Operations 

25.271 Control of transmitting stations. 
25.272 General inter-system coordination 

procedures. 
25.273 Duties regarding space communica-

tions transmissions. 
25.274 Procedures to be followed in the 

event of harmful interference. 
25.275 Particulars of operation. 
25.276 Points of communication. 
25.277 Temporary fixed earth station oper-

ations. 
25.278 Additional coordination obligation 

for non-geostationary and geostationary 
satellite systems in frequencies allocated 
to the fixed-satellite service. 

25.279 Inter-satellite service. 
25.280 Inclined orbit operations. 
25.281 Transmitter identification require-

ments for video uplink transmissions. 
25.282 Orbit raising maneuvers. 
25.283 End-of-life disposal. 
25.284 Emergency Call Center Service. 
25.285 Operation of MSS and ATC transmit-

ters or transceivers on board civil air-
craft. 

25.286 Antenna painting and lighting. 
25.287 Requirements pertaining to operation 

of mobile stations in the NVNG, 1.5/1.6 
GHz, 1.6/2.4 GHz, and 2 GHz Mobile-Sat-
ellite Service bands. 

25.288 Obligation to remedy interference 
caused by NGSO MSS feeder downlinks 
in the 6700–6875 MHz band. 

Subpart E [Reserved] 

Subpart F—Competitive Bidding 
Procedures for DARS 

25.401 Satellite DARS applications subject 
to competitive bidding. 

25.402 [Reserved] 
25.403 Bidding application and certification 

procedures. 
25.404 Submission of down payment and fil-

ing of long-form applications. 
25.405–25.406 [Reserved] 

Subparts G–H [Reserved] 

Subpart I—Equal Employment 
Opportunities 

25.601 Equal employment opportunities. 

Subpart J—Public Interest Obligations 

25.701 Other DBS Public interest obliga-
tions. 

25.702 Other SDARS Public interest obliga-
tions. 

AUTHORITY: Interprets or applies 47 U.S.C. 
154, 301, 302, 303, 307, 309, 310, 319, 332, 605, and 
721, unless otherwise noted. 

Subpart A—General 

§ 25.101 Basis and scope. 
(a) The rules and regulations in this 

part are issued pursuant to the author-
ity contained in section 201(c)(11) of the 
Communications Satellite Act of 1962, 
as amended, section 501(c)(6) of the 
International Maritime Satellite Tele-
communications Act, and titles I 
through III of the Communications Act 
of 1934, as amended. 

(b) The rules and regulations in this 
part supplement, and are in addition to 
the rules and regulations contained in 
or to be added to, other parts of this 
chapter currently in force, or which 
may subsequently be promulgated, and 
which are applicable to matters relat-
ing to communications by satellites. 

[28 FR 13037, Dec. 5, 1963, as amended at 56 
FR 24015, May 28, 1991] 

§ 25.102 Station authorization re-
quired. 

(a) No person shall use or operate ap-
paratus for the transmission of energy 
or communications or signals by space 
or earth stations except under, and in 
accordance with, an appropriate au-
thorization granted by the Federal 
Communications Commission. 

(b) Protection from impermissible 
levels of interference to the reception 
of signals by earth stations in the 
Fixed-Satellite Service from terrestrial 
stations in a co-equally shared band is 
provided through the authorizations 
granted under this part. 

[56 FR 24016, May 28, 1991] 

§ 25.103 Definitions. 
Terms with definitions including the 

‘‘(RR)’’ designation are defined in the 
same way in § 2.1 of this chapter and in 
the Radio Regulations of the Inter-
national Telecommunication Union. 

1.5/1.6 GHz Mobile-Satellite Service. Mo-
bile-Satellite Service provided in any 
portion of the 1525–1559 MHz space-to- 
Earth band and the 1626.5–1660.5 MHz 
Earth-to-space band, which are referred 
to in this rule part as the ‘‘1.5/1.6 GHz 
MSS bands.’’ 
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1.6/2.4 GHz Mobile-Satellite Service. A 
Mobile-Satellite Service that operates 
in the 1610–1626.5 MHz and 2483.5–2500 
MHz bands, or in any portion thereof. 

2 GHz Mobile-Satellite Service. A Mo-
bile-Satellite Service that operates in 
the 2000–2020 MHz and 2180–2200 MHz 
bands, or in any portion thereof. 

17/24 GHz Broadcasting-Satellite Service 
(17/24 GHz BSS). A radiocommunication 
service involving transmission from 
one or more feeder-link earth stations 
to other earth stations via geo-
stationary satellites, in the 17.3–17.7 
GHz (space-to-Earth) (domestic alloca-
tion), 17.3–17.8 GHz (space-to-Earth) 
(international allocation) and 24.75– 
25.25 GHz (Earth-to-space) bands. For 
purposes of the application processing 
provisions of this part, the 17/24 GHz 
BSS is a GSO-like service. Unless spe-
cifically stated otherwise, 17/24 GHz 
BSS systems are subject to the rules in 
this part applicable to FSS. 

Ancillary Terrestrial Component (ATC). 
A terrestrial communications network 
used in conjunction with a qualifying 
satellite network system authorized 
pursuant to these rules and the condi-
tions established in the Orders issued 
in IB Docket No. 01–185, Flexibility for 
Delivery of Communications by Mobile- 
Satellite Service Providers in the 2 GHz 
Band, the L-Band, and the 1.6/2.4 GHz 
Band. 

Ancillary Terrestrial Component (ATC) 
base station. A terrestrial fixed facility 
used to transmit communications to or 
receive communications from one or 
more ancillary terrestrial component 
mobile terminals. 

Ancillary Terrestrial Component (ATC) 
mobile terminal. A terrestrial mobile fa-
cility used to transmit communica-
tions to or receive communications 
from an ancillary terrestrial compo-
nent base station or a space station. 

Blanket license. A license for multiple 
fixed or mobile earth stations or 
SDARS terrestrial repeaters that may 
be operated anywhere within a geo-
graphic area specified in the license, or 
for multiple non-geostationary-orbit 
space stations. 

Conventional C-band. The 3700–4200 
MHz (space-to-Earth) and 5925–6425 
MHz (Earth-to-space) FSS frequency 
bands. 

Conventional Ka-band. The 18.3–18.8 
GHz (space-to-Earth), 19.7–20.2 GHz 
(space-to-Earth), 28.35–28.6 GHz (Earth- 
to-space), and 29.25–30.0 GHz (Earth-to- 
space) frequency bands, which the 
Commission has designated as primary 
for GSO FSS operation. 

Conventional Ku-band. The 11.7–12.2 
GHz (space-to-Earth) and 14.0–14.5 GHz 
(Earth-to-space) FSS frequency bands. 

Coordination distance. When deter-
mining the need for coordination, the 
distance on a given azimuth from an 
earth station sharing the same fre-
quency band with terrestrial stations, 
or from a transmitting earth station 
sharing the same bidirectionally allo-
cated frequency band with receiving 
earth stations, beyond which the level 
of permissible interference will not be 
exceeded and coordination is therefore 
not required. (RR) 

Direct Broadcast Satellite (DBS) Serv-
ice. A radiocommunication service in 
which signals transmitted or retrans-
mitted by Broadcasting-Satellite Serv-
ice space stations in the 12.2–12.7 GHz 
band are intended for direct reception 
by subscribers or the general public. 
For the purposes of this definition, the 
term direct reception includes indi-
vidual reception and community recep-
tion. 

Earth station. A station located either 
on the Earth’s surface or within the 
major portion of the Earth’s atmos-
phere intended for communication: 

(1) With one or more space stations; 
or 

(2) With one or more stations of the 
same kind by means of one or more re-
flecting satellites or other objects in 
space. (RR) 

Earth Station on Vessel (ESV). An 
earth station onboard a craft designed 
for traveling on water, receiving from 
and transmitting to geostationary- 
orbit Fixed-Satellite Service space sta-
tions. 

Earth Stations Aboard Aircraft (ESAA). 
Earth stations operating aboard air-
craft that receive from and transmit to 
geostationary-orbit Fixed-Satellite 
Service space stations pursuant to the 
requirements in § 25.227. 

Emergency Call Center. A facility that 
subscribers of satellite commercial mo-
bile radio services call when in need of 
emergency assistance by dialing ‘‘911’’ 
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on their mobile earth station termi-
nals. 

Equivalent diameter. When circular ap-
erture reflector antennas are em-
ployed, the size of the antenna is gen-
erally expressed as the diameter of the 
antenna’s main reflector. When non-re-
flector or non-circular-aperture anten-
nas are employed, the equivalent di-
ameter is the diameter of a hypo-
thetical circular-aperture antenna with 
the same aperture area as the actual 
antenna. For example, an elliptical ap-
erture antenna with major axis a and 
minor axis b will have an equivalent di-
ameter of [a × b]1/2. A rectangular aper-
ture antenna with length l and width w 

will have an equivalent diameter of [4(l 
× w)/π]1/2. 

Equivalent Power Flux Density (EPFD). 
The sum of the power flux densities 
produced at a geostationary-orbit re-
ceive earth or space station on the 
Earth’s surface or in the geostationary 
orbit, as appropriate, by all the trans-
mit stations within a non-geo-
stationary-orbit Fixed-Satellite Serv-
ice system, taking into account the off- 
axis discrimination of a reference re-
ceiving antenna assumed to be pointing 
in its nominal direction. The equiva-
lent power flux density, in dB(W/m2) in 
the reference bandwidth, is calculated 
using the following formula: 

Where: 
Na is the number of transmit stations in the 

non-geostationary orbit system that are 
visible from the GSO receive station con-
sidered on the Earth’s surface or in the 
geostationary orbit, as appropriate; 

i is the index of the transmit station consid-
ered in the non-geostationary orbit sys-
tem; 

Pi is the RF power at the input of the an-
tenna of the transmit station, considered 
in the non-geostationary orbit system in 
dBW in the reference bandwidth; 

qi is the off-axis angle between the boresight 
of the transmit station considered in the 
non-geostationary orbit system and the 
direction of the GSO receive station; 

Gt(qi) is the transmit antenna gain (as a 
ratio) of the station considered in the 
non-geostationary orbit system in the di-
rection of the GSO receive station; 

di is the distance in meters between the 
transmit station considered in the non- 
geostationary orbit system and the GSO 
receive station; 

ji is the off-axis angle between the boresight 
of the antenna of the GSO receive station 
and the direction of the ith transmit sta-
tion considered in the non-geostationary 
orbit system; 

Gr(qi) is the receive antenna gain (as a ratio) 
of the GSO receive station in the direc-
tion of the ith transmit station consid-
ered in the non-geostationary orbit sys-
tem; 

Gr,max is the maximum gain (as a ratio) of the 
antenna of the GSO receive station. 

Extended C-band. The 3600–3700 MHz 
(space-to-Earth), 5850–5925 MHz (Earth- 
to-space), and 6425–6725 MHz (Earth-to- 
space) FSS frequency bands. 

Extended Ku-band. The 10.95–11.2 GHz 
(space-to-Earth), 11.45–11.7 GHz (space- 
to-Earth), and 13.75–14.0 GHz bands 
(Earth-to-space) FSS frequency bands. 

Feeder link. A radio link from a fixed 
earth station at a given location to a 
space station, or vice versa, conveying 
information for a space 
radiocommunication service other 
than the Fixed-Satellite Service. The 
given location may be at a specified 
fixed point or at any fixed point within 
specified areas. (RR) 

Fixed earth station. An earth station 
intended to be used at a fixed position. 
The position may be a specified fixed 
point or any fixed point within a speci-
fied area. 

Fixed-Satellite Service (FSS). A 
radiocommunication service between 
earth stations at given positions, when 
one or more satellites are used; the 
given position may be a specified fixed 
point or any fixed point within speci-
fied areas; in some cases this service 
includes satellite-to-satellite links, 
which may also be operated in the 
inter-satellite service; the Fixed-Sat-
ellite Service may also include feeder 
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links of other space 
radiocommunication services. (RR) 

Geostationary-orbit (GSO) satellite. A 
geosynchronous satellite whose cir-
cular and direct orbit lies in the plane 
of the Earth’s equator and which thus 
remains fixed relative to the Earth; by 
extension, a geosynchronous satellite 
which remains approximately fixed rel-
ative to the Earth. 

Inter-Satellite Service. A 
radiocommunication service providing 
links between artificial earth sat-
ellites. 

Ku band. In this rule part, the terms 
‘‘Ku band’’ and ‘‘conventional Ku 
band’’ refer to the 11.7–12.2 GHz (space- 
to-Earth) and 14.0–14.5 GHz (Earth-to- 
space) bands. These paired bands are 
allocated to the Fixed-Satellite Service 
and are also referred to as the 12/14 GHz 
bands. 

Land earth station. An earth station 
in the Fixed-Satellite Service or, in 
some cases, in the Mobile-Satellite 
Service, located at a specified fixed 
point or within a specified area on land 
to provide a feeder link for the Mobile- 
Satellite Service. (RR) 

Land Mobile Earth Station. A mobile 
earth station in the land mobile-sat-
ellite service capable of surface move-
ment within the geographical limits of 
a country or continent. (RR) 

Mobile Earth Station. An earth station 
in the Mobile-Satellite Service in-
tended to be used while in motion or 
during halts at unspecified points. (RR) 

Mobile-Satellite Service (MSS). (1) A 
radiocommunication service: 

(i) Between mobile earth stations and 
one or more space stations, or between 
space stations used by this service; or 

(ii) Between mobile earth stations, 
by means of one or more space sta-
tions. 

(2) This service may also include 
feeder links necessary for its operation. 
(RR) 

NGSO. Non-geostationary orbit. 
NGSO FSS gateway earth station. An 

earth station or complex of multiple 
earth station antennas that supports 
the routing and switching functions of 
an NGSO FSS system and that does not 
originate or terminate communication 
traffic. An NGSO FSS gateway earth 
station may also be used for telemetry, 
tracking, and command transmissions 

and is not for the exclusive use of any 
customer. 

Non-Voice, Non-Geostationary (NVNG) 
Mobile-Satellite Service. A Mobile-Sat-
ellite Service reserved for use by non- 
geostationary satellites in the provi-
sion of non-voice communications 
which may include satellite links be-
tween land earth stations at fixed loca-
tions. 

Permitted Space Station List. A list of 
all U.S.-licensed geostationary-orbit 
space stations providing Fixed-Sat-
ellite Service in the conventional C 
band, the conventional Ku band, or the 
18.3–18.8 GHz, 19.7–20.2 GHz, 28.35–28.6 
GHz, and 29.25–30.0 GHz bands, as well 
as non-U.S.-licensed geostationary- 
orbit space stations approved for U.S. 
market access to provide Fixed-Sat-
ellite Service in the conventional C 
band, conventional Ku band, or 18.3–18.8 
GHz, 19.7–20.2 GHz, 28.35–28.6 GHz, and 
29.25–30.0 GHz bands. 

Plane perpendicular to the GSO arc. 
The plane that is perpendicular to the 
‘‘plane tangent to the GSO arc,’’ as de-
fined below, and includes a line be-
tween the earth station in question and 
the GSO space station that it is com-
municating with. 

Plane tangent to the GSO arc. The 
plane defined by the location of an 
earth station’s transmitting antenna 
and a line in the equatorial plane that 
is tangent to the GSO arc at the loca-
tion of the GSO space station that the 
earth station is communicating with. 

Power flux density (PFD). The amount 
of power flow through a unit area with-
in a unit bandwidth. The units of power 
flux density are those of power spectral 
density per unit area, namely watts per 
hertz per square meter. These units are 
generally expressed in decibel form as 
dB(W/Hz/m2), dB(W/m2) in a 4 kHz band, 
or dB(W/m2) in a 1 MHz band. 

Power Spectral Density (PSD). The 
amount of an emission’s transmitted 
carrier power applied at the antenna 
input falling within the stated band-
width. The units of power spectral den-
sity are watts per hertz and are gen-
erally expressed in decibel form as 
dB(W/Hz) when measured in a 1 Hz 
bandwidth, dB(W/4kHz) when measured 
in a 4 kHz bandwidth, or dB(W/MHz) 
when measured in a 1 MHz bandwidth. 
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Protection areas. The geographic re-
gions where U.S. Department of De-
fense meteorological satellite systems 
or National Oceanic and Atmospheric 
Administration meteorological sat-
ellite systems, or both such systems, 
receive signals from low earth orbiting 
satellites. Also, areas around NGSO 
MSS feeder-link earth stations in the 
1.6/2.4 GHz Mobile-Satellite Service de-
termined in the manner specified in 
§ 25.203(j). 

Radiodetermination-Satellite Service. A 
radiocommunication service for the 
purpose of radiodetermination involv-
ing the use of one of more space sta-
tions. This service may also include 
feeder links necessary for its own oper-
ation. (RR) 

Routine processing or licensing. Expe-
dited processing of unopposed applica-
tions for earth stations in the FSS 
communicating with GSO space sta-
tions that satisfy the criteria in 
§ 25.138(a), § 25.211(d), § 25.212(c), 
§ 25.212(d), § 25.212(e), § 25.212(f), § 25.218, 
or § 25.223(b), include all required infor-
mation, are consistent with all Com-
mission rules, and do not raise any pol-
icy issues. Some, but not all, routine 
earth station applications are eligible 
for an autogrant procedure under 
§ 25.115(a)(3). 

Satellite Digital Audio Radio Service 
(SDARS). A radiocommunication serv-
ice in which audio programming is 
digitally transmitted by one or more 
space stations directly to fixed, mobile, 
and/or portable stations, and which 
may involve complementary repeating 
terrestrial transmitters and telemetry, 
tracking and command facilities. 

Satellite system. A space system using 
one or more artificial earth satellites. 
(RR) 

Selected assignment. A spectrum as-
signment voluntarily identified by a 2 
GHz MSS licensee at the time that the 
licensee’s first 2 GHz Mobile-Satellite 
Service satellite reaches its intended 
orbit. 

Shapeable antenna beam. A satellite 
transmit or receive antenna beam, the 
gain pattern of which can be modified 
at any time without physically repo-
sitioning a satellite antenna reflector. 

Skew angle. The angle between the 
minor axis of an axially asymmetric 

antenna beam and the plane tangent to 
the GSO arc. 

Space radiocommunication. Any 
radiocommunication involving the use 
of one or more space stations or the 
use of one or more reflecting satellites 
or other objects in space. 

Space station. A station located on an 
object which is beyond, is intended to 
go beyond, or has been beyond, the 
major portion of the Earth’s atmos-
phere. (RR) 

Space system. Any group of cooper-
ating earth stations and/or space sta-
tions employing space 
radiocommunication for specific pur-
poses. (RR) 

Spacecraft. A man-made vehicle 
which is intended to go beyond the 
major portion of the Earth’s atmos-
phere. (RR) 

Terrestrial radiocommunication. Any 
radiocommunication other than space 
radiocommunication or radio astron-
omy. (RR) 

Terrestrial station. A station effecting 
terrestrial radiocommunication. 

Two-degree-compliant space station. A 
GSO FSS space station operating in 
the conventional or extended C-bands, 
the conventional or extended Ku-bands, 
or the conventional Ka-band within the 
limits on downlink EIRP density or 
PFD specified in § 25.140(a)(3) and com-
municating only with earth stations 
operating in conformance with routine 
uplink parameters specified in 
§ 25.138(a), § 25.211(d), § 25.212(c), (d), or 
(f), § 25.218, § 25.221(a)(1) or (a)(3), 
§ 25.222(a)(1) or (a)(3), § 25.226(a)(1) or 
(a)(3), or § 25.227(a)(1) or (a)(3). 

Vehicle-Mounted Earth Station 
(VMES). An earth station, operating 
from a motorized vehicle that travels 
primarily on land, that receives from 
and transmits to geostationary orbit 
Fixed-Satellite Service space stations 
and operates within the United States 
pursuant to the requirements set out 
in § 25.226. 

[79 FR 8311, Feb. 12, 2014, as amended at 79 
FR 26868, May 12, 2014; 81 FR 55324, Aug. 18, 
2016] 

§ 25.104 Preemption of local zoning of 
earth stations. 

(a) Any state or local zoning, land- 
use, building, or similar regulation 
that materially limits transmission or 
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