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Federal Communications Commission § 73.1675 

replace an existing main transmitter 
or install additional main trans-
mitter(s) for use with the authorized 
antenna if the replacement or addi-
tional transmitter(s) has been approved 
with Supplier’s Declaration of Con-
formity. Within 10 days after com-
mencement of regular use of the re-
placement or additional transmitter(s), 
equipment performance measurements, 
as prescribed for the type of station are 
to be completed. 

NOTE 1 TO PARAGRAPH (c): The verification 
procedure has been replaced by Supplier’s 
Declaration of Conformity. Transmitters 
previously authorized under subpart J of this 
chapter may remain in use. See § 2.950 of this 
chapter. 

NOTE 2 TO PARAGRAPH (c): Pending the 
availability of AM broadcast transmitters 
that are authorized for use in the 1605–1705 
kHz band, transmitters that are approved or 
verified for use in the 535–1605 kHz band may 
be utilized in the 1605–1705 kHz band if it is 
shown that the requirements of § 73.44 have 
been met. Equipment authorization for the 
transmitter will supersede the applicability 
of this note. 

[43 FR 53741, Nov. 17, 1978, as amended at 47 
FR 8590, Mar. 1, 1982; 47 FR 28388, June 30, 
1982; 49 FR 4000, Feb. 1, 1984; 51 FR 18451, May 
20, 1986; 56 FR 64872, Dec. 12, 1991; 63 FR 36604, 
July 7, 1998; 65 FR 30004, May 10, 2000; 82 FR 
50835, Nov. 2, 2017] 

§ 73.1670 Auxiliary transmitters. 

(a) A licensee of a broadcast station 
may, without further authority from 
the FCC, install and use with the main 
antenna system one or more auxiliary 
transmitters for the following pur-
poses: 

(1) The transmission of regular pro-
grams upon failure of the main trans-
mitter. 

(2) The transmission of regular pro-
grams during maintenance or modifica-
tion of the main transmitter. 

(3) Emergency broadcast system op-
eration. 

(4) The transmission of regular pro-
grams by an AM station authorized for 
Presunrise (PSRA) and/or Postsunset 
(PSSA) operation. 

(5) The transmission of tests to deter-
mine the operating condition of the 
auxiliary transmitter or auxiliary an-
tenna. 

(6) For testing, upon the request of 
representatives of the FCC. 

(b) Authorization to install an auxil-
iary transmitter for use with other 
than the main antenna or authorized 
auxiliary antenna must be obtained by 
filing an application for a construction 
permit on FCC form 301 (FCC form 340 
for noncommercial educational sta-
tions). 

(c) The following technical and oper-
ating standards apply to auxiliary 
transmitters: 

(1) The auxiliary transmitter may be 
operated on only the station’s author-
ized frequency and within the required 
carrier frequency departure tolerance 
for the type of station. 

(2) The carrier frequency of the auxil-
iary transmitter must be measured as 
often as necessary to ensure that it is 
maintained within the prescribed toler-
ance. 

(3) When using an auxiliary trans-
mitter, the operating power may be 
less than the authorized power but may 
not exceed the authorized power within 
the permitted tolerance for the type of 
station. If operation with an auxiliary 
transmitter at reduced power con-
tinues for a period exceeding 10 days, 
the FCC in Washington, DC must be 
notified. (See § 73.51, AM; § 73.267, FM; 
§ 73.567, NCE-FM; and § 73.663, TV). 

(4) Normal operator requirements 
apply to the operation of the auxiliary 
transmitter. 

NOTE: After January 1, 1979, new licenses 
will not be issued nor will existing licenses 
be renewed for auxiliary transmitters that 
are operated into the main antenna system. 

[43 FR 53741, Nov. 17, 1978, as amended at 44 
FR 22740, Apr. 17, 1979; 48 FR 36463, Aug. 11, 
1983; 48 FR 42960, Sept. 20, 1983; 48 FR 44806, 
Sept. 30, 1983; 50 FR 32417, Aug. 12, 1985; 51 FR 
32088, Sept. 9, 1986] 

§ 73.1675 Auxiliary antennas. 
(a)(1) An auxiliary antenna is one 

that is permanently installed and 
available for use when the main an-
tenna is out of service for repairs or re-
placement. An auxiliary antenna may 
be located at the same transmitter site 
as the station’s main antenna or at a 
separate site. The service contour of 
the auxiliary antenna may not extend 
beyond the following corresponding 
contour for the main facility: 

(i) AM stations: The 0.5 mV/m field 
strength contours. 
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(ii) FM stations: The 1.0 mV/m field 
strength contours. 

(iii) TV stations: The Grade B cov-
erage contours. 

(iv) Class A TV stations: The pro-
tected contours defined in § 73.6010. 

(2) An application for an auxiliary 
antenna for an AM station filed pursu-
ant to paragraphs (b) or (c) of this sec-
tion must contain a map showing the 
0.5 mV/m field strength contours of 
both the main and auxiliary facilities. 

(b) An application for a construction 
permit to install a new auxiliary an-
tenna, or to make changes in an exist-
ing auxiliary antenna for which prior 
FCC authorization is required (see 
§ 73.1690), must be filed on FCC Form 
301 (FCC Form 340 for noncommercial 
educational stations). 

(c)(1) Where an FM, TV or Class A TV 
licensee proposes to use a formerly li-
censed main facility as an auxiliary fa-
cility, or proposes to modify a pres-
ently authorized auxiliary facility, and 
no changes in the height of the an-
tenna radiation center are required in 
excess of the limits in § 73.1690(c)(1), the 
FM, TV or Class A TV licensee may 
apply for the proposed auxiliary facil-
ity by filing a modification of license 
application. The modified auxiliary fa-
cility must operate on the same chan-
nel as the licensed main facility. An 
exhibit must be provided with this li-
cense application to demonstrate com-
pliance with § 73.1675(a). All FM, TV 
and Class A TV licensees may request a 
decrease from the authorized facility’s 
ERP in the license application. An FM, 
TV or Class A TV licensee may also in-
crease the ERP of the auxiliary facility 
in a license modification application, 
provided the application contains an 
analysis demonstrating compliance 
with the Commission’s radiofrequency 
radiation guidelines, and an analysis 
showing that the auxiliary facility will 
comply with § 73.1675(a). Where an FM, 
TV, or Class A TV licensee or per-
mittee proposes to mount an auxiliary 
facility on an AM tower, it must also 
demonstrate compliance with § 1.30003 
in the license application. 

(2) Where an AM licensee proposes to 
use a former licensed main facility as 
an auxiliary facility with an ERP less 
than or equal to the ERP specified on 
the former main license, the AM sta-

tion may apply to license the proposed 
auxiliary facility by filing a modifica-
tion of license application on Form 302- 
AM. The proposed auxiliary facilities 
must have been previously licensed on 
the same frequency as the present 
main facility. The license application 
must contain an exhibit to dem-
onstrate compliance with § 73.1675(a). 

[43 FR 53741, Nov. 17, 1978, as amended at 44 
FR 22740, Apr. 17, 1979; 45 FR 26066, Apr. 17, 
1980; 50 FR 13974, Apr. 9, 1985; 62 FR 51060, 
Sept. 30, 1997; 63 FR 70049, Dec. 18, 1998; 65 FR 
30005, May 10, 2000; 78 FR 66298, Nov. 5, 2013] 

§ 73.1680 Emergency antennas. 
(a) An emergency antenna is one that 

is erected for temporary use after the 
authorized main and auxiliary anten-
nas are damaged and cannot be used. 

(b) Prior authority from the FCC is 
not required by licensees and permit-
tees to erect and commence operations 
using an emergency antenna to restore 
program service to the public. How-
ever, an informal letter request to con-
tinue operation with the emergency 
antenna must be made within 24 hours 
to the FCC in Washington, DC, Atten-
tion: Audio Division (radio) or Video 
Division (television), Media Bureau, 
within 24 hours after commencement of 
its use. The request is to include a de-
scription of the damage to the author-
ized antenna, a description of the emer-
gency antenna, and the station oper-
ating power with the emergency an-
tenna. 

(1) AM stations. AM stations may use 
a horizontal or vertical wire or a non-
directional vertical element of a direc-
tional antenna as an emergency an-
tenna. AM stations using an emergency 
nondirectional antenna or a horizontal 
or vertical wire pursuant to this sec-
tion, in lieu or authorized directional 
facilities, shall operate with power re-
duced to 25% or less of the nominal li-
censed power, or, a higher power, not 
exceeding licensed power, while insur-
ing that the radiated filed strength 
does not exceed that authorized in any 
given azimuth for the corresponding 
hours of directional operation. 

(2) FM, TV and Class A TV stations. 
FM, TV and Class A TV stations may 
erect any suitable radiator, or use op-
erable sections of the authorized an-
tenna(s) as an emergency antenna. 
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