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Model No. Range 

1080 -100’ F to 300” F 

1085 -100’ F to 300’ F 

1106’ -100’ F to 300e F 

1107 -100” F to 300’ F 

1142 -100” F td 600’ F 

1146 ---loo” Fto 800° F 

l- 18 I -100’ F to 1650’ F 

1.1 a3 -1OO’Fta 1200’ F 

I .I 94 --IO0 F to 300’ F 

i 1Y6 -100” F to 500’ F 

i97 -100’ F to 600’ F 

12i6 --100° F to 600’ F 

1217 -100’ F to 600’ F 

i218 -100” F to 600’ F 

1219 -100’ F to 600’ F 

17.21 -100’ F to 400’ F 

1224 -100” Fto 600” F 

1225 --lOOn F to 600” F 

1226 -100’ F to 600° F 

1254 -100” F to 500’ F 

1255 -100’ F to 800” F 

! 256 -100” F to 800’ F 

1257 -100” F to 1 ZOO* F 

!258 -100: Fto 165O’F 

1260 -100’ F to 850” F 

1269 -100. F to 600” F 

1281 ---lo0 F to 600’ F 

1330 -100 F to 400” F 

1342 --100’ F to 600’~’ F 
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BULBS FOR SPECIAL ‘APPLICATIONS 

MELT INDEXERS 

Length 

Model No. 
B&W 

Range 
Sensitive 

Connection Bend 0. D. Element Leads Application 

1223 -100°F to 600’ F Angle type Plain 6” 62 
1323 

%” 
-loo0 F to 850’ F 

S 
Angle type 

x. z 
Plain 6” ‘I4 ” G T x, z 

‘1” sq. x ‘/B” thick sensing element encased in silastic with metal face mounted in a Fiberglas block 2” x 1 z/,“x 11,” 
thick. 

**l” sq. x ‘/s” thick sensing element encased in silastic with metal face 

Additional models ore always being considered; therefore, if those listed above do not satisfy your needs, please 
communicate with us on your required needs. Not listed above, but which can be supplied as specials, are resistance 
thermometers for temperatures to 400’ F., thermistors and extremely minute platinum resistance thermometers less 
than ‘A” 0. D. x ‘jz” long for operating range -100’ F. to 500’ F. 
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